
ECG720TECG720T CUCINA BASE 2 FUOCHI GAS - TOP

(G) ENTRATA GAS
(E) ENTRATA ELETTRICA
(A) CARICO ACQUA
(C) CARICO ACQUA CALDA
(F) CARICO ACQUA FREDDA
(S) SCARICO ACQUA

Struttura in acciaio
Piano stampato con spessore 1,2 mm
Altezza del piano di lavoro regolabile da 850 a 900 mm
Cruscotti sagomati con comandi inclinati verso l’operatore
Bruciatori principali con potenze variabili e fissati ermeticamente sul piano
Rubinetti di sicurezza con termocoppia e fiamma pilota
Griglie in ghisa smaltata nera resistente agli acidi
Le razze lunghe garantiscono l’appoggio di pentole di piccole dimensioni
La potenza dei singoli bruciatori è di 1x3,5 kW e 1x6 kW

Dimensioni: (mm)

40x70x25H

Volume: (m³) 0,2

Peso: (Kg) 30

Dati tecnici generali

kW 9,5

UNI ISO 7\1 R 1/2”

Connessione gas

LINEA BASE

LINEA BASE

General technical data

(G) GAS INLET
(E) ELECTRICAL PLUG
(A) WATER INLET
(C) HOT WATER INLET
(F) COLD WATER INLET
(S) WATER DRAIN

GB

Dimensions: (mm) 400x700x250 

Volume: (m³) 0,2

Weight:: (Kg) 30

Gas connection

kW 9,5

UNI ISO 7\1 R 1/2”

•	 Steel	unit
•	 Die-stamped	surface,	thickness	1.2mm
•	 Work	surface	adjustable	from	850	to	900mm
•	 Shaped	instrument	panel	with	controls	tilted	toward	the	operator	
•	 Main	burners	with	variable	power,	hermetically	sealed	to	the	cooking	surface	
•	 Safety	taps	with	cut-out	and	pilot	light
•	 Acid-resistant	pan	rests	in	black	enamelled	cast	iron
•	 Long	pan-rest	arms	ensure	small	pans	are	steady
•	 The	power	of	each	single	burner	is	1x3.5	kW	and	1x6	kW
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